
8

NH  DC 1000 V  aR

M12

73

11
4

5
10

6

80

106

4 6 104 2 4 6 105 2
Prospective current (A) Ip/A

Time-current characteristics

4
6

10-2

4
6

2

10-1

4
6

2

100

4
6

2

101

4
6

2

102

4
6

2

103

P
re

-a
rc

in
g 

tim
e 

(s
) t

v/s

4

4

2

26 103

M12

73

11
4

5
10

6

80

117

4 6 104 2 4 6 105 2
Prospective current (A) Ip/A

Time-current characteristics

10-2

4
6

2

10-1

4
6

2

100

4
6

2

101

4
6

2

102

4
6

2

103

P
re

-a
rc

in
g 

tim
e 

(s
) t

v/s

4

2

26 103

1250A
1000A

800A

General characteristics
Rated voltage 1000V d.c. (L/R=1ms)
Breaking capacity 30 kA d.c.
Standards IEC 60269-4 
Application Fuse-link for DC application.

NH DC 1000 V aR

Size
In  

[A]

Type with center 
trip indicator for 
microswitch MK

Power  
dissipation 

[W]

Pre-arcing 
Joule integral 
(I2t) L/R=1ms

Operating 
Joule integral 
(I2t) L/R=1ms

Packaging
[pcs]

Weight  
[g]

3L
800 004305636 139 500.000 1.000.000

1 15001000 004305637 154 900.000 1.600.000
1250 004305635 201 1.500.000 3.000.000


